
   

• Measurement range 25 - 150 mm
• 30 million movements life
• Special quidance system
• Infinite resolution
• 2 kOhm   : 25 - 50 mm
         5 kOhm   : 75 - 150 mm 

Technical Specifications
Measurement stroke 25 - 150 mm
Linearity ±%0.2 (75-150 mm), ±%0.5 (<75 mm)
Repeatability < 0.01 mm
Resolution
Resistance

Resistance tolerance ± %20
Load resistance
Recommended wiper current

100 kOhm min.
<1 µA

Infinite
2 kOhm     : 25 - 50 mm
5 kOhm     : 75 - 150 mm

Permissible applied voltage 28 VDC max.
Displacement speed < 5 m/s
Mechanical life 30 million movement
Gövde çapı 13 mm x 9,6 mm
Gövde malzemesi Anodized aluminium
Protection level IP 54
Operating temperature -20°C ... +80°C

-30°C ... +90°CStorage temperature

Mechanical Specifications

Ordering Procedure
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2 kOhm   : 25 - 50 mm
5 kOhm   : 75  -150 mm

Resistance (kOhm)

75

25 - 150 mm A : ±%0.5 (<75 mm),
B : ±%0.2 (75-150 mm)

Measurement stroke (mm)

Above given technical data are only for information purpose. OPKON has right to change product specifications without notice.

SOPH (mm)

A ± 0,5

B ± 0,5
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3 Brown (+)
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